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Eaves fixture with additional plate
Torque [Nm = Newton metres] for the fixture bracket in the immediate vicinity of the arm, shear force [N = Newton] per fixing 
point according to EN 13561, wind resistance class 2

By using the additional flat fixture plate, the shear force is reduced in comparison with conventional eaves fixture.

dimensions in mm
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awning width
projection
torque value for the bracket in the immediate vicinity 
of the arm

no. of brackets
shear force
no. of fixing points

Torque Shear force

312 | Eaves fixture with additional spreader	 w w w . m a r k i l u x . c o m

with eaves fixture bracket 150 mm with eaves fixture bracket 270 mm
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M [cm] M [cm]

150 175 200 225 250 300 350 400 150 175 200 225 250 300 350 400

H [cm] Md [Nm] FS [N]

150 70 77 – – – – – – 423 471 – – – – – –

200 – 130 141 153 – – – – – 737 807 876 – – – –

250 – – 202 219 235 – – – – – 1110 1206 1302 – – –

300 – – – 296 319 365 – – – – – 1592 1719 1973 – –

350 – – – – 431 491 551 – – – – – 2278 2604 2930 –

400 – – – – 608 698 789 879 – – – – 3164 3641 4119 4597

HT 2 2

BM 4 4
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Installation using the adjustable eaves fixture bracket

dimensions in mm
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w w w . m a r k i l u x . c o m 	 Installation using the adjustable eaves fixture bracket | 313

Pull-out force [N=Newton] per upper fixing point according to EN 13561, wind resistance class 2

The pull-out force refers to the measurement from the front to the rear fixture points of 140 mm. 
Washers conforming to DIN 9021 must be used.

M
H
FB

HT | BHT
BM
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awning width
projection
pull-out force per fixing point

bracket quantity | width
no. of fixing points

Compression-proof substrate Non compression-proof substrate
M [cm] M [cm]

150 175 200 225 250 300 350 400 150 175 200 225 250 300 350 400

H [cm] FB [N] FB [N]

150 555 616 – – – – – – 572 635 – – – – – –

200 – 984 1075 1166 – – – – – 1016 1110 1204 – – – –

250 – – 1493 1621 1748 – – – – – 1543 1675 1806 – – –

300 – – – 2153 2324 2664 – – – – – 2226 2402 2754 – –

350 – – – – 3094 3534 3974 – – – – – 3200 3655 4110 –

400 – – – – 4317 4966 5615 6264 – – – – 4466 5138 5809 6481

HT | BHT 2 | 90 mm 2 | 90 mm

BM 8 8
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314 | Face fixture with manual operation / Cable exit point 	 w w w . m a r k i l u x . c o m
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Face fixture with manual operation

dimensions in mm

dimensions in mm
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Cable exit point on motor-driven units
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w w w . m a r k i l u x . c o m 	 markilux system coverboard | 315

dimensions in mm

dimensions in mm

markilux system coverboard affixed to the torque bar (optionally with the markilux flexlight)

Face fixture
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View from the front
optionally with markilux flexlight light rope (please refer to the section “Optional Accessories”)

 14  14  13,5 WP TR TB

W
WP
TR
TB

=
=
=
=

pitch
wall profile
transformer (for the markilux flexlight)
torque bar fixture
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316 | No. of fixing points / Bracket fixture range for awnings with 2 folding arms	 w w w . m a r k i l u x . c o m
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Bracket fixture range for awnings with 2 folding arms

dimensions in cm

AS
M
MH

ATB
M

BM
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operation side
awning width
bracket centre 

no. of torque bar fixing points for the system coverboard
awning width

no. of fixing points, face fixture

If the brackets cannot be positioned in accordance with this table, make sure the actual measurements are noted on the order form!

ATB

BM

No. of fixing points for the markilux system coverboard

M
1537—1750 1751—2000 2037—2250 2251—2500 2537—3000 3037—3500 3537—4000

ATB 2 2 2 2
2 2 2
2 2 2

BM 2 2 3 3 4 3 4


